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Pre-wired junction box, thermal protec-
tion, and 200° C, SF-1 wire standard.

Medium base heavy duty porcelain
socket with spring loaded center con-
tact and nickel plated brass screw
shell.

277 Volt option:

Integral class ‘H’ insulated dry type
transformer, 277V/115V, 150 watt U.L.
approved. Maximum of 5.5 watts loss
under no load.

Mounting frame:
16 gauge galvanized steel mounting
ring.

Extruded aluminum heat sink socket
housing and aluminum socket cover.

Matte white polycarbonate trim ring de-
signed to conceal ceiling cut-out.

7/8" maximum ceiling thickness.

.050 Aluminum reflector.

Reflector finishes: Specular clear alzak @ (SA) standard.
Champagne gold alzak ® (CG), Semi-specular clear alzak © (SSC)

and Semi-specular champagne gold alzak @ (SSCG) finishes

available; see accessories.

.050 Aluminum upper reflector.

Upper reflector finish: Specular clear alzak ® standard.

Multi-groove baffle finish: Matte black.
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Adjustable mounting brackets accept
1-12" *C’ channel mounting bars. Indy
TRU-LOCK grid ceiling bar hangers
are supplied standard. For non-acces-
sible ceilings add suffix ‘825’ for 28"
‘C’ channel mounting bars.

Shown with PAR38 lamp (by others).

Fixtures are U.L. listed, CSA certified,
and I.B.E.W. Union made.

U.L. Listed for damp location and
through branch circuit wiring.

Lamp labels for lower wattages avail-
able for circuiting purposes only, ad-
vise factory.

FF-Flat flange reflector option.
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17”7 (200W-277V)
18”7 (300W-277V)
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TOP VIEW Y,
CATALOG NUMBER
SPECULAR CLEAR ALZAK MATTE BLACK MULTI-GROOVE BAFFLE VOLTAGE WATTAGE & LAMP
45-150W PAR38, Q150- Q250W PAR38
203R-81-SA 203R-81-BKB 120V 75-300W R40, 50-75W ER30
120W ER40
45-150W PAR38, Q150W PAR38
203R-82-SA 203R-82-BKB 277V 75-150W R40, 50-75W ER30
120W ER40
Q250W PAR38
203R-823-SA 203R-823-BKB 277V 550-300W RAO
ACCESSORIES & OPTIONS ' TO SPECIFY ADD TO CATALOG NUMBER
807W  6'x 3/8" FLEX W/ STRAIGHT CONNECTOR & 3 #18 WIRES 825 28" 'C’' CHANNEL BAR HANGERS, PAIR
F FUSE & FUSE HOLDER SCA SLOPED CEILING ADAPTER (5°, 10°, 15°, 20°, 25°, 30°) See Page A-39
FWR MODULAR WIRING RECEPTACLE INSTALLATION REFLECTOR FINISHES:
FF FLAT FLANGE REFLECTOR (Same Finish As Reflector) CG CHAMPAGNE GOLD ALZAK REFLECTOR (Replace SA with CG)
CP CHICAGO PLENUM APPROVAL (Consult Factory For Availability & Dimensions) ~ SSC SEMI-SPECULAR CLEAR ALZAK REFLECTOR (Replace SA with SSC)
CTBS  SPECIAL PAINT (Trim Ring Only) SSCG  SEMI-SPECULAR CHAMPAGNE GOLD ALZAK REFLECTOR (Replace SA with SSCG)
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